
Nom�nal Voltage

Nom�nal Capac�ty

Standard D�scharge T�me

Capac�ty

IR

Self D�scharge

Cells

Cycle L�fe

S�ze (mm)

We�ght (kg)

Case Mater�al 

Cell Type-Chem�stry 

Term�nal Type 

IP Grade

LXR ser�es adopt best value L�FePO4 cells, w�th the BMS system
�ndependently des�gned by LEXRON. ser�es and parallel use, �s
energy storage, mar�ne and other f�elds. IP65 protect�on, support
an �deal cho�ce for outdoor, small

LEXRON Prov�des Safe and Eff�c�ent LFP Battery Solut�ons.

Bluetooth access to show funct�ons l�ke 
L�th�um �ron Phosphate Battery(L�FePO4)
Eco-fr�endly
Spec�al protect�on plate
Mult�ple safety protect�on
Intell�gent balanc�ng funct�on
20 Years Des�gned serv�ce l�fe

Features
Charge Performance

Mechan�cal Spec�f�cat�ons

Rated Charge Current

Max�mum Charge Current

Rated Charge Voltage

Charge Cut-off Voltage

Reconnect Voltage

Balanc�ng Voltage

System Ser�es

Recommended Charge Current

Max�mum Charge Current

Max�mum Cont�nuous D�scharge Current

Recommended Charge Voltage

Max Charge Voltage

Overcharge Protect�on Voltage

Charge Mode

D�scharge Cut-off Voltage 

BMS Character�st�cs

D�scharge Performance

Rated D�scharge Current

Pulse Current(<=5S)

Rated D�scharge Cut-off Voltage

M�n�mum D�scharge Cut-off Voltage

Reconnect Voltage

Short C�rcu�t Protect�on

Short C�rcu�t Current

Temperature Performance

Bas�c Performance

Compl�ance

Cert�f�cat�ons

Transport Appra�sal

S�ze

ABS

Pr�smat�c L�FePO4

M8

IP65

100A

100A

100A

53~53.75V

54.5V

59.2~60.8V

CC/CV

41.5V

48V

100Ah

100A@60m�n

4.8KWh

<= 10mΩ

<=2%/Month

Square 100Ah

4000 t�mes(1C/1C)

522*238*223

36.0

100A

100A

52.5~53.75V

> 54.75V(0.5~1.5S)

< 57.6V

> 51V

NO

100A

200A

41.5V

>40V

>37.5V

200~600 μs

Approx. 2000A

LEXRON 48V 100Ah
L�FePO4 Batter�es

CE/UN38.3/UL1642/IEC62133

UN3480,CLASS 9

D�scharge Temperature

Charge Temperature

Storage Temperature

H�gh Temperature Cut-off

Reconnect Temperature

-20~65℃

-5~65℃

-10~40℃

65℃

45℃



LEXRON
ACS ENERJI

ITOB OSB Mah. Ekrem Dem�rtas Cad. No: 44
Menderes - IZMIR

0232 799 00 98

www.acsenerj�.com

Character�st�cs Curve

LEXRON

Caut�ons

1. Do NOT short c�rcu�t, crush or d�sassemble.
2. Do NOT heat or �nc�nerate.
3. Do NOT �mmerse �n any l�qu�d.
4. Store at 50% capac�ty. Recharge every 3 months. The storage area should be clean, cool, dry and vent�lated.
5. D�sconnect charg�ng source pr�or to connect�ng or d�sconnect�ng battery term�nals.
6. Do not d�spose of batter�es �n a f�re as they can explode.
7. Do not open, alter, or mut�late batter�es. 
8. Do not m�x d�fferent types and brands of l�th�um-�on batter�es.
9. Do not d�spose �n trash, follow local regulat�ons and manufacturer’s �nstruct�on.
10. See �nstallat�on �nstruct�ons before connect�ng to the supply.
11. The battery cab�net rece�ves power from more than one source. D�sconnect�on of all DC sources �s requ�red to De-energ�ze th�s un�t before
�nstall�ng or serv�c�ng. Wa�t 5 m�nutes before open�ng the un�t.
12. Do not �nstall on or over combust�ble surfaces.


