
AC Voltage Range

Selectable Voltage Range

Frequency Range

Eff�c�ency (Peak)

Surge Power

Battery Voltage

Transfer T�me

Max�mum Pv İnput Power

Max�mum AC Charge Current

Max�mum Solar Charge Current

Max. PV Array (Open C�rcu�t Voltage)

MPPT Track�ng Range(Vmp)

D�mens�on, D x W x H (mm)

Net We�ght (kg)

Paralel K�t

Battery Type

7.5KVA / 6200W (MPS-VIII ECO 6.2KW)

230VAC

90-280VAC

50Hz / 60Hz

%98

12000VA

48VDC

≤10ms（UPS Mode）/≤20ms（INV Mode) 

6500W

60A

100A

500VDC

120~500VDC

495x312x125mm

10,5kg

YES

12.5KVA / 11000W(MAX E-11K)

230VAC

90-280VAC

50Hz / 60Hz

%98

22000VA

48VDC

≤10ms（UPS Mode）/≤20ms（INV Mode) 

11000W

60A

160A (80+80)

500VDC (DOUBLE MPPT)

120~500VDC (DOUBLE MPPT)

571x500x149mm

19,5kg

YES

Pure s�ne wave �nverter
• Selectable �nput voltage range for home appl�ances and personal computers
• Support Work�ng w�thout Battery: Reduce Solar System Cost 
• Parallel Funct�on Up to Max�mum 9 Un�ts: Enlarge More Loads
• Selectable charg�ng current based on appl�cat�ons
• Conf�gurable AC/Solar �nput pr�or�ty v�a LCD sett�ng
• Compat�ble to AC ma�ns or generator power
• Battery equal�zat�on for opt�m�zed battery performance and l�fecycle
• BMS funct�on for l�th�um battery
• L�th�um Battery Auto-restart Funct�on, More Conven�ent for L�th�um Battery Charg�ng 

LEXRON
ACS ENERJI

ITOB OSB Mah. Ekrem Dem�rtas Cad. No: 44
Menderes - IZMIR

0232 799 00 98

www.acsenerj�.com

ENVIRONMENT

Hum�d�ty

Operat�ng Temperature

Storage Temperature

5% to 95% Relat�ve Hum�d�ty 
(Non - condens�ng)

-10°C to 50°C

-15°C to 60°C

External lead ac�d battery or water battery, or l�th�um battery

Model

LEXRON
6.2KW - 11KW
MPPT 
INVERTER
DATASHEET


